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0.6+(N/2)Pin+6.66£0.20
"ASF]RoHS oo
0.60%(N/2-1)Pint 0.15
SPECIFICATIONS 090
PERFORMANCE 100000000000000000000000/0000000000000000000000000 +
Current roting: 0.4A B y
Voltage rating: 100V AC _ 5555550000000 00000000nggaassasoanosnoonganaoanas 9
Insulation Resistance: 1000MO min =7 L AR AR LA FLFLFLFLRUFLFLFLFLALALFLALFLALFLALFLFLFLFLALFLALFLFLALFLALA §
Withstanding voltage: 300V AC/1 min UUTUUTTUUTUUTUUTTUUTUUUTUUTUTTUUTUUTTUUTIUTTUUTTT + 0
Contact Resistance: 45mQ max 0.60+0.1 <
Opratng Temperature: —40°C to +105°C S
Material N
Contact: Phosphor Bronze ‘ ‘ J T
Housing: PA9T, UL94—-VO0 -
Soldering temperature: 260°C£5 5S =
0.60%(N/2)PIN+4.20£0.15 < 7.0£0.15
oL
I T
0.60(N/2~1)Pin 2
Ordering Information T | g4
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F=Female No.of Pins Plastic Hight

M=Mal - Contact Plating Packing (‘D
“HAE - NPin 022=2.2mm  62:1.50" Gold RReel . 2
N=60,80,100 ¢32U" Gold ‘ 0.60%(N/2)Pin+4.20
64:3U" Gold .
G5:10U" Gold . Recommended P.C.B Layout(Top Side)
~o—— " (PCB BOARD TOLERANCEL0.05)
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